ASSEMBLY INSTRUCTIONS:

Apﬁ,ﬁ”E HELLFIRE MISSILE

LAUNCH RAIL RACK

ATTACK HELICOPTER

1. Using coarse emory cloth, sand paper or a bench sander
smooth the back or inside of the cast resin parts. Use appropri-
ate breathing protection when sanding. Fill any voids or bub-
bles in resin parts with CA glue and sand smooth.

3. NOTE: Align shoulder of RAIL SUPPORTS facing the same
direction (see arrows) when adhering to LAUNCHER MOUNT.

4. Using CA Elue attach RAIL SUPPORTS to LAUNCHER 5. It is important o align RAIL SUPPORTS as in this photo.
MOUNT as shown above. Make certain shoulders of RAIL SUPPORTS are on the same
side of LAUNCHER MOUNT.

6. Measure 1 - 7/16ths” forward of the rear of the LAUNCH
RAILS and mark with pencil line

7. Adhere LAUNCH RALLS fo RAIL SUPPORTS with pencil line " 8. Adhere top LAUNCH RAILS flush with

at the rear of the RAIL SUPPORTS using CA glue. the outside oEﬂan es and parallel to
sides of LAUNCHER MOUNT.

9. Prime paint the assembly with flat enamel primer. Sand to
satisfaction and repeat primer coat. Sand and apply final
paint. Flat “Modern Olive Drab”- F$#34087 recommended
color. Allow to dry.

Adhere HELLFIRE MISSILES to the underside of the
LAUNCH RAILS with the tail cone 1/4” aft of the rear of the
rail using 5 minute epoxy. Align HELLFIRE MISSILE equally on
both sides of LAUNCH RAIL.

When epoxy has set apply decals on the outside of the
missiles on both sides of LAUNCHER as shown in photo to
the right.




