APACHE

ATTACK HELICOPTER

1. Peel backing from ‘HELLFIRE MISSILE FIN LOCATOR', and )
wrap around MISSILE TUBE aligning top and bottom rules.

Trim tube to length of locator. Using a hobby knife and follow-
ing lines cut tube for fins.

ASSEMBLY INSTRUCTIONS:
HELLFIRE MISSILE

2. Remove MAIN FINS from laser cut sheet and assemble as
shown. Remove plastic film before assembly - shown in posi-
tion here for clarity.
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4. Remove ‘HELLFIRE MISSILE FIN LOCATOR' and insert
FIRONT FINS as shown. Push FINS down firmly against end of
slofs.

7. Place a thin line of CA glue on cast resin TAIL CONES and
NOSE CONES and insert into missile tube. Hold ends of mis-
sile between fins firmly against cones until glue sets.

A thin bead of CA glue may be run between tube and FINS.
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10. Prime paint the assembly with flat enamel primer. Sand o
satisfaction and repeat primer coat. Sand and apply final
paint. Flat “Modern Olive Drab”- FS#34087 recommended

color. Brush Flat Black in optics area of missile. Allow to dry.

5. Insert MAIN FINS as shown. Push FINS down firmly against
end of slots. Pointed front end of FINS should overlap front end
of slot by 3/16”
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3. Assemble FRONT FINS as shown. Remove plastic film

before assembly - shown in position here for clarity.

6. Using coarse emory cloth, sand paper or a bench sander
smooth the back or inside of the cast resin parts.
Use appropriate breathing protection when sanding. Fill any

voids or bubbles in resin parts with CA glue and sand smooth.
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Eg|ue adhere clear plastic MISSILE NOSE to

11. Using cano
resin NOgSE C(flzll
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9. Using coarse emory cloth, sand paper or a bench sander

sand down clear plastic MISSILE NOSE until it fits recess in
resin NOSE CONE.

12. Assemble remaining 7 missiles using one FIN LOCATOR
for 2 missiles. It is recommended that you do not place decals
on missiles until missiles are qssemb|e!on LAUNCH RAILS.



