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4. Screw PISTON RETAINER into end of SHOCK BARREL.

6. Align RIGHT TAIL GEAR ARM with hole in TAIL GEAR BAR-

REL as shown above.

5. Apply Blue Locktite to side threaded holes of TAIL GEAR
BARREL.

7. Apply Blue Lockfite to TAIL GEAR ARM BOLT.

8. Insert TAIL GEAR ARM BOLT through hole in RIGHT TAIL

GEAR ARM and into threaded hole in TAIL GEAR BARREL.
Repeat procedure for LEFT TAIL GEAR ARM.

NOTE: DO NOT TIGHTEN EITHER SIDE AT THIS TIME.

9. Apply Blue Locktite to PISTON SCREW. Align hole in
SHOCK PISTON with threaded hole in the top of the TAIL
GEAR BARREL and screw in PISTON SCREW so it is flush with
sides of the threaded retaining block.

10. Insert STEERING ARM of TAILWHEEL FORK assembly into
TAIL GEAR BARREL as shown above. A codting of light oil on
STEERING ARM will assist in inserting plus provide lubrication
for turning.

12. Insert AXLE into bottom holes in TAILWHEEL FORK and

ply Blue Lockfite to SET SCREW and screw into thread-
place WHEEL SPACER on axle as shown above.

1.

ed hﬁf; in rear of TAIL GEAR BARREL. For non-caster tail
wheel tighten SET SCREW when fork is straight. Do not tighten
SET SCREW if a castering tailwheel is desired but screwed in
enough to retain fork in assembly from falling out.

13. Align AXLE on opposite end of TAILWHEEL FORK and

insert info hole.

14. Apply Locktite to axle on both sides and finish flush with

/ 15. Align AXLE on both sides as shown above.
outside holes of TAILWHEEL FORK (see step 15)

NOTE: DO NOT TIGHTEN EITHER TAIL GEAR ARM
BOLTS UNTIL TAIL GEAR MOUNTS ARE INSERTED
INTO FUSELAGE AND TAIL GEAR MOUNT SCREWS
HAVE BEEN TIGHTENED.

INSTRUCTIONS FOR MOUNTING TO FUSELAGE
ARE IN THE FUSELAGE INSTRUCTIONS.



